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Technische Daten PN-220 (N)���� ���	��	� POOL-Master-400
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Technische Daten PN-220 (N)���	���	 ����
 POOL-Master-400
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�  ���������  / m a in s

	�����  /  h e a tin g
��
���� ��� ���  / type  o f p ro te ction

��������  /  d im e n s io n s

1 /N /P E /2 3 0� /5 0 ��

8 A

IP  4 0
2 2 0  x  2 2 0  x  1 0 0

��� ���  �
�
��  / m o to r p ro te c tio n 0 -8 A

0 ,4���
� ����� .  �� �
�  /  f ilte rp u m p

�� �������  / te m p e ra tu re  s e n so r N T C

3 /N /P E /4 0 0 / 2 3 0� /5 0��
 �����������  / o p tio n a l

!����
�  �������"��  / tem p. range + 1 0 °C  - + 4 0 °C
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Electronic pool control for a 400V
filter pump
The analogue timer enables a time-
controlled filter operation. It can be
replaced by a timer with power
reserve. Pilot lights for filter
operation and heating are available.
A electronic motor protection for the
filter pump with a range of 0-8A are
present.
The electronic temperature control
enables a precise automatic control
of the pool. The heating can be
switched off by a rotary switch on the
front plate. As a standard the
temperature sensor is delivered with a
cable length of 1,5 m.
By using the selective switch the
filter equipment can be switched to
the continuous, automatic operation
(clock) or switched off. The terminal
connecting plan is permanently
sticked in the terminal cover. The
control unit is equipped with and
potential free terminal clamps for
the dosing equipments
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